
DATASHEET ATTO 

5 MEGAPIXEL RESOLUTION 

SPECIFICATION 

1/2.8” Omnivision HD Sensor 

3.6mm M12 Board Lens 

12ea 14µxl IR LEDs 

Max. 30 meters IR Range 

ONVIF 2.4, 48V PoE 

3D DNR, H.265 Compression 

10/100Mbps Ethernet 

Outdoor Weather Proof Bullet 

PROFESSIONAL series 
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Model M6 

Image Sensor OV4689 

DSP 3516D 

Image Resolution 5 Megapixel 

Effective Pixel 2592x1920P 

Video Output Network 

TV System PAL/NTSC 

Electronic Shutter Time Auto: PAL 1/1-1/10000Sec; NTSC 1/1-1/10000Sec 

Ethernet 10/100Mbps 

Illumination 0.01 lux 

ONVIF 2.4 

PoE 48v 

IR 12ea 14µ  

IR Distance 25M 

S/N Ratio ≥52dB 

Scanning System Progressive 

Protocol IPv4, HTTP, TCP/IP, FTP, HTP, RTSP, UDP, SMTP, DNS, DDNS 

P2P Yes, Support QR Code 

Frame Per Second 20fps 

Operation Temperature -10℃ ~ +50℃ RH95% Max 

Dimension 135mm x 110mm 

Weight 0.9kg 

ATTO 

Specifications, descriptions and designs are subject to changes 

without prior notice. The brands and products names are properties of 

their respective owners 

Designed & Produced by, 

HOLISTIC WORLDWIDE LTD 

Authorised Dealer 


